DIAGRAM

JIG INSTRUCTIONS
WELCOME
Thank you for your GST-9 purchase! 80% Arms products are engineered and manufactured
with quality and ease of use in mind. The GST-9 that you build with your own hands will bring a
sense of pride and accomplishment.

BEFORE

WARRANTY
At 80% Arms, we stand by our products with a lifetime warranty against manufacturer
defects. We will promptly replace or repair any product that we determine to be defective.
For more information, please visit us at www.80percentarms.com for information on our
warranties and replacement parts.
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OVERVIEW
The jig has simple instructions highlighting the following steps required to complete your GST-9:
A) Drill three (3) pin holes on each side (1x 4MM, 2x 3MM)
B) Remove the front cross blocking member (YELLOW)
C) Remove four (4) top tabs marked in (RED)

SAFETY
Wear eye protection at all times during all steps of the material removal process
The jig is designed to be used while clamped in a vise - Do not over tighten the vise!
Avoid the use of solvents on polymer products which can damage the material

DIRECTIONS
1) Insert the GST-9 frame between the two jig plates (A & B)
2) Lay the jig assembly on its side and insert one hex nut (M) into each hex hole before standing
the jig upright
3) With the jig assembly upright, use one hand to hold the hex nut (M) in place while inserting
5 screws (C) through the opposite side in the corresponding hex hole
4) Tighten the 5 screws (C) with the provided Allen wrench (E) by inserting the long side of the
Allen wrench into the screw heads and use your fingers to turn the short end of the Allen
wrench until the screws are snug. Do not over tighten
5) Secure jig assembly on its side into vise
6) Pin hole location is critical to the function of a pistol frame. We recommend using a drill press
for drilling all holes. Prepare to drill holes by taking extra care and ensuring the following:
Make sure the bit is centered in the drill chuck and does not wobble when spinning
When inserting the bit into the the drill holes make sure the bit is centered with the hole
Push the drill bit all the way through the jig guide until it is against the pistol frame before
spinning up the drill bit. Turn the drill by hand if necessary to lower the bit to the frame
If using a drill press, make sure the drill press table is level
If using a hand drill, keep the drill as level as possible while drilling
7) Use the larger 4mm bit (H) to drill the hole marked “A”
Drill holes one side at a time. NEVER drill holes all the way through both sides of
the frame from one side of the jig to the other. This applies to all holes to be drilled

ONLY DRILL THROUGH ONE SIDE OF THE FRAME AT A TIME
8) Select the smaller 3mm bit (G) and use it to drill the holes marked “B1” and “B2”. Drill
slightly past the halfway point of the jig (1.1 inches from the top of the drill hole guide)

9)

Flip over the jig and repeat steps (7)-(8)

10) OPTIONAL Use end cutting pliers or flush wire cutters to remove the bulk of the material
comprising the four top tabs in (RED)
Leave a small amount of material to sand down by hand later
11) Install the cutting tool (F) into a rotary tool (such as a Dremel ), drill press, hand drill or
vertical mill to remove the front cross blocking member and four top tabs
Remove material slowly and carefully. We recommend leaving a small amount of
material to sand down by hand later
This step can be done with the frame in or removed from the jig
If using the jig, do not remove material below flush with the jig wall. Never cut into or
remove material from the jig
If you are not using the jig, use extra caution to not remove material marked in (GREEN)
Material cannot be put back. Remove a small amount of material at a time
12) Remove screws and take the frame out of the jig if not done so already
13) OPTIONAL For best appearance, wet sand the cut areas using increasingly fine sandpaper
until desired surface finish is achieved
Starting with 220 grit sandpaper is recommended
14) Clean debris from internal cavities and ensure edges and holes are free of burrs. Excess
material in these areas may block the installation of parts
Double check the internal pocket areas on both sides of the frame around hole “B2”

VISIT 80PERCENTARMS.COM/GST9/HELP FOR UPDATED MANUAL & INSTRUCTIONS
FOR ASSEMBLING THE NECESSARY PARTS TO COMPLETE YOUR GST-9 BUILD

WARNING
It is a violation of federal law to build a firearm if you are prohibited from possessing firearms due to a felony
conviction or other legally disqualifying reason. This product may be illegal in your state. By taking possession
of this product, you certify that you are over the age of 21, you are legally allowed to build and own firearms, you will
use this product only for lawful purposes, and you have confirmed that you can legally possess this product in
your locality. If you do not meet these criteria, do not take possession of this product. Misuse or mishandling of this
product can result in severe injury or death to yourself and others. In no event shall we be liable for any
direct, indirect, punitive, incidental, special consequential damages, to property or life, whatsoever arising out of
or connected with the use or misuse of our products.

